6HL8 


Medium-Mu Triode— 
Sharp-Cutoff Pentode 


9-PIN MINIATURE TYPE 

For Video and Bandpass Amplifier Applications inTV Receivers 
Electrical: 

Heater Characteristics and Ratings: 

Voltage (AC or DC).6.3 ± 0.6 a volt 

Current at heater volts = 6.3. 0.600 b am 

Warm-up time (Average). 11 se 

Peak heater-cathode voltage (Each unit): 

Heater negative wi th respect to cathode . 200 max. volt 
Heater positive wi th respect to cathode . 200 c max. volt 
Direct Interelectrode Capacitances: 


Triode Unit: 

Gy to Py. 

Input- Gy to (Ky,K P +G3p+IS, H) . 
Output: Py to (Ky,Kp+G3p+IS,H) . 
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Pentode Unit: 
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Input: G1 P to (Kp+G3p+IS,G2 P ,H). . 7.5 7.5 pf 

Output: Pp to (Kp+G3p+IS,G2 P ,H). . 2.4 3.0 pf 

Mechanical: 

Operating Position. Any 

Type of Cathodes.Coated Uni potential 

Maximum Overal 1 Length.2-3/16" 

Maximum Seated Length . 1-15/16" 

Length, Base Seat to Bu 1 b Top (Excl ud i ng t i p) . 1-9/16" ± 3/32" 

Diameter.. 0.750" to 0.875" 

Dimensional Outline . See General Section 

bulb .T6-1/2 

Ba se._.Small-Button Noval 9-Pin (JEDEC No.E9-1) 

Basing Designation for BOTTOM VIEW.9AE 

Pi n 1 -Triode PI ate 

Pin 2 - Pentode Grid No.l H 

Pin 3-Pentode Grid No.2 
Pi n 4 - Heater 

Pin 5 - Heater G2 P 

Pin 6 - Pentode Plate 
Pin 7-Pentode Cathode, 

Grid No.3, G ip 

Internal Shield 

Pin 8 —Triode Cathode ry «y 

Pin 9 - Tr i ode Gr i d 
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